
 

SERIES 100 POWER MONITORS FOR SPECIALTY FIBER 

Integral Optical Tap and Photodiode 

EigenLight’s Series 100 Fiber Optic 

Tap Power Monitors for Specialty 

Fiber  are used for in-line power 

measurement. A miniature, hermetic 

package houses a stable optical tap 

and PIN photodiode. EigenLight’s 

patented process is adaptable to many 

fiber types and maintains fiber 

continuity, avoiding lenses or partial 

reflectors. This provides exceptional 

performance and reliability for the most 

demanding power measurement 

applications. 

 

FEATURES 

• Low Insertion Loss 

• Return loss >70 dB 

• PDL  <0.01 dB 

• High Directivity 

• High Power capability 

• Operating temperature 

range -5C to +75C 

 

Fiber Type Applications 

Corning HI 980 EDFAs, Fiber Lasers 

Corning HI 1060 
EDFAs, Fiber Lasers, CATV, Small 
Packages 

Corning XB 
FTTH, Small Packages, Bend Sensitive 
Applications 

High NA Fibers 
Sensors, Small Package, Modulators, 
Lasers 

PM Panda 850, 980, 
1310, 1550 

Fiber Lasers, Modulators, Raman 
Amplifiers, Sensors  
(see Series 100 for PM Fiber Brochure) 

Other Fiber Types Available 
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